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1.0 PURPOSE OF THIS DOCUMENT
The Wedgefield Transport Development (TD) Area demonstrates 
LandCorp’s commitment to delivering quality industrial land to the 
Pilbara.

The Wedgefield Transport Development Area is a 72ha portion of 
the 280ha Wedgefield Industrial Estate, located between Port 
Hedland and South Hedland. The development of the Transport 
Development Area provides strategic expansion of the Wedgefield 
Industrial Area, with the particular objective of providing for 
transport oriented and general industrial lots.  

These guidelines will ensure that the Transport Development Area 
is developed to a consistently high standard both in built form and 
functionality as well as protecting the investment for all owners 
within the development. 

These guidelines aim to facilitate a flexible, well designed and 
landscaped industrial estate, with attractive frontages to Great 
Northern Highway and Pinga Street, which are both important 
streets at the Gateway into Port Hedland. 

This is to be achieved through the provision of appropriately 
located and sized lots that will sufficiently accommodate demand 
for the release of transport oriented and general industry land and 
support the continued growth of the Pilbara region.

The objectives of these Design Guidelines are to: 
• Encourage a high standard of transport related industrial 

development which is appropriate to the climate and conditions 
of the Pilbara;

• Encourage innovative and sustainable building designs that  
reduce energy and water use while still maximising functionality 
and performance;

• To avoid unsightly and poorly planned development and  
thus enhance and protect the investment of all owners within 
the estate; 

• Ensure that environmental impacts from development are 
minimised and contained; and

• Create an effective place to conduct business, and a safe and 
amenable place to work.
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1.1 PLANNING FRAMEWORK

The TD area is zoned ‘Transport Development’ zone under the Town 
of Port Hedland’s Town Planning Scheme No. 5 (TPS 5). 

Development within the Transport Development zone is therefore to 
be in accordance with the Transport Development zone provision of 
TPS 5 and land use is to be in accordance with the Zoning Table 
of TPS 5.  

These guidelines should be read in conjunction with TPS 5, the 
policy provisions of the Wedgefield Industrial Estate Development 
Plan and any relevant Local Planning Policies adopted by the Town 
of Port Hedland. 

1.2 HOW TO USE THIS DOCUMENT

Design requirements for development within the TD area are 
outlined within Part 3 of these guidelines. All planning applications 
are to meet the standards set out in the design requirements to 
 the satisfaction of LandCorp prior to submission to the Town of  
Port Hedland. 

The flow chart at figure 1 maps out the process for the 
development of the allotments within the estate. 

1.3 VARIATIONS TO STANDARDS

The standards in these design guidelines are generally minimum 
requirements to ensure that individual lots are developed to a 
consistent and high quality standard, thereby ensuring the long 
term viability and functionality of the estate. 

Individual circumstances may require different standards to be 
applied in order to satisfy the specific needs of the end user(s) of 
the site. At their discretion LandCorp may consider a departure 
from one or more of the mandatory standards where the applicant 
can satisfy LandCorp that the proposal will comply with the overall 
objectives of the guidelines, TPS 5 and any other Town of Port 
Hedland requirements. 

In order to depart from any provisions, applicants must provide 
justification and describe the particular circumstances of the site 
which have necessitated the departure from the standard. 

FIGURE 1 – DEVELOPMENT APPROVAL FLOWCHART

Property inspection by  
LandCorp and removal of caveat

A post development audit will be 
undertaken following practical completion 

to ensure the works carried out on site 
are consistent with the plans endorsed 

by LandCorp, prior to the removal of the 
caveat on the site. Any inconsistencies 
must be rectified before LandCorp will 

agree to the removal of the caveat.

Purchaser reviews 
Design Guidelines

Preparation of concept drawings  
by proponent

Design Guidelines

Amendments to 
proposal

Proposal does not 
meet requirements 

Any changes to 
the plans that may 
occur throughout 
the process need 

to be approved by 
LandCorp

Submit concept drawings and all required 
supporting material specified in section 3.1 of 

these Design Guidelines (including compliance 
checklist) to LandCorp for review. 

All required information is provided. 
LandCorp will complete its assessment within 

14 days of receipt of plans and endorse 
application if all criteria have been met. 

Endorsed plan to be submitted by proponent 
to Town of Port Hedland for planning approval 

determination

Building License

LandCorp endorses plans

The application 
package does not 
include all of the 

required information, 
as specified in section 

3.1 of these Design 
Guidelines. Assessment 

will not commence, 
and applicant will be 

notified of the missing 
information. 
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Town of Port Hedland Requirements (Development Application Stage)

• Pre-approval documentation from LandCorp confirming 
compliance with the design guidelines. 

• A completed “Application for Planning Approval ” Form, 
available from the Town of Port Hedland’s website;

• Application Fee (refer to the Town of Port Hedland’s Town 
Planning Fees schedule); and

• A copy of the Certificate of Title.

2.0 LODGEMENT 

2.1 LODGEMENT REQUIREMENTS

Applications can be submitted either electronically or in hard copy. 
The application must include the following details:

LandCorp Requirements (Pre-Approval Stage)

One (1) electronic (preferred) or two (2) hardcopies of the 
development plans with the following details:
• Site Plan (1:200 preferred) of property with lot dimension and 

area, north point, contours (or levels), abutting street name(s), 
location of proposed building(s) including setbacks to 
boundaries, location of access/egress point(s), car parking and 
manoeuvring areas, effluent disposal system, infrastructure 
within the abutting road reserve (e.g. light poles, signage and 
Telstra pits);

• Floor plans of proposed building(s) (1:100 preferred);

• Elevations of proposed building(s) (1:100 preferred) including 
the existing and finished ground levels and the means to 
stabilise exposed soil (e.g. batters, retaining walls);

• Landscaping concept plan for works forward of the building line 
(including species list);

• Stormwater management measures;

• Construction materials and colour scheme; and 

• Fencing details (type, location and height).

Completed Application Assessment Checklist (attached at 
Appendix 2) confirming the compliance of the development against 
these Design Guidelines.
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3.0 LAND USE

3.2 LAND USE PERMISSIBILITY

Land use within the TD area is guided by the provisions of TPS 5 
and the Wedgefield Industrial Estate Development Plan. Land use 
is to be in accordance with the Zoning Table of TPS 5

The permissible uses as per the Zoning Table of TPS 5, include:

• Container Park

• Distribution Centre

• Hire service (Industrial) 

• Industry – General 

• Industry – Transport

• Storage Facility/Depot/Laydown

• Motor Vehicle and/or Marine Repair/Sales/Hire/Service 

• Warehouse

Other industrial uses may also be permitted subject to conditions.

FIGURE 2 – TRANSPORT DEVELOPMENT AREA

Copies of TPS 5 can be downloaded from www.porthedland.wa.gov.au 
or www.planning.wa.gov.au. The Wedgefield Development Plan is 
available on the Town of Port Hedland website.

Transient Workforce Accommodation and Caretakers Dwellings are 
not permitted anywhere within the Transport Development zone.

PINGA STREET

GREAT NORTHERN HIGHWAY

W
ALL

W
ORK ROAD

LEGEND

TDA lots

Gateway |Sub-Precinct
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4.0 DESIGN REQUIREMENTS

4.1 INTRODUCTION

The following section outlines the mandatory development 
requirements for all industrial development within TD area, as 
identified in Figure 2.

Lots within the Gateway sub-precinct (shown in Figure 2) have 
been identified by LandCorp as important sites with visual 
exposure to the entrance of the estate.  Additional requirements 
are set out for these lots.  The intention of these requirements 
is to encourage a particularly high quality of development on 
these sites, improve visual amenity and enhance the 
appearance of the estate.

4.2 DEVELOPMENT REQUIREMENTS

All lots within the TD area are divided into two zones:

• The front of house zone

• Back of house zone

The front of house zone is the primary location for components 
which generate public interaction such as:

• Office/administrative use

• Building entrances

• Visitor and staff parking

The back of house zone is the primary location for the site 
functional components such as:

• Main building mass 

• Loading and service areas 

• Lay down areas

4.3  STREET SETBACKS 

(a) Front of house developments such as office/administration 
components, staff amenities and the primary building entrance are 
to be setback a minimum of 6 metres and a maximum of 16.0 
metres (measured from the wall of an enclosed area) from the 
primary street frontage. 

(b) All other building components and back of house functions 
shall be setback a minimum of 16.0 metres from the primary 
street frontage as well as 5.0m from any office/administration 
component, staff amenity areas and the primary building entrance.

(c) Street building setbacks to secondary street frontages on corner 
lots shall be a minimum of 3 metres. Please refer to Appendix 4 
for the indication of primary street frontages. 

4.4 SIDE AND REAR BOUNDARY SETBACKS

a) Buildings may be constructed to side and rear boundaries. If 
buildings are not constructed to the boundaries, the setback is 
to be a minimum distance of 3.0 metres so as to ensure useable 
space is achieved where a setback is provided.

Figure 4 – Setbacks

Figure 5 – Setbacks

3m Mandatory Landscape Strip

Front of House Zone

Back of House Zone

LEGEND:

Min 3m Setback to 
Secondary Street Frontage

Min 6m Setback to Primary Street Frontage 
for Front of House Developments

Max 16m Setback to Primary Street 
Frontage for Front of House Developments

setbacks 1

setbacks 2

site services
orientation

5min

setbacks 1

setbacks 2

site services
orientation

5min

Figure 3 – Primary Building Entry Setback

5m
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site services
orientation
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Fencing plan
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4.5 SITE PLANNING AND DESIGN

a) Developments shall be carefully designed to address public 
streets, building entrances, offices and other components that 
generate public movement are to be located facing the main 
street frontage to promote passive surveillance and to provide a 
corporate image. An indicative Site Layout Plan is provided as 
Appendix 1.

b) On corner sites, buildings shall be designed such that they are 
located near the intersection and address both street frontages to 
enhance the streetscape and add visual interest (see Figure 6).

c) Loading bays, bin stores, outdoor storage, mechanical plant, 
washdown bays and other operational requirements must be 
located behind the building line and shall be screened so they 
are not visible on any street elevation. (see Figure 4). 

4.7  BUILDING CHARACTER AND ARTICULATION

a) The front elevation shall be articulated to contribute to the 
streetscape. This may include but is not limited to:

• Changes in wall planes and height;

• Varied façade alignment;

• Projections and/or recessions;

• The use of different building materials and colours; 

• Incorporating horizontal or vertical elements such as recessed 
walls or banding; 

• Defining the window openings, fenestration, building entrances 
and doors; 

• Integrated signage;

• The use of vertical, horizontal and/or angled grids. These could 
be expressed through feature joints in the building façade;

• Emphasis of structural and functional elements such as sun 
shading devices, noise barriers, louvre vents and exposed 
braces; and

• Feature roof forms, parapets and overhanging elements.

b) Large expanses of highly reflective building materials and mirror 
glass windows shall be avoided to prevent heat and glare 
impacts on the adjacent properties and outdoor areas.

c) Office/administrative components are to be designed as focus 
points and must include a building element such as a verandah, 
canopy or colonnade facing the public street and parking areas 
with a minimum depth of 2.0 metres.

FIGURE 5 - VISUAL SCREENING/FILTERING PLAN

FIGURE 6 - BUILDING ORIENTATION DIAGRAM

4.6 SITE COVER

MANDATORY REQUIREMENT

a) A maximum of 50% site cover is allowed in accordance with 
TPS 5 requirements.

b) Development should have a minimum enclosed building 
footprint (excluding car parking, hardstand, open structures) of 
10% of the lot area for lots up to 4 hectares, and a minimum of 
4,000 m2 for lots greater than 4 hectares.

setbacks 1

setbacks 2

site services
orientation

5min

Fencing plan
Service Areas, Storage
and Loading Screened
from Street

Primary Street

Se
co

nd
ar

y 
St

re
et

Screening 
Vegetation
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d) Where possible, side walls are to include openings (such as 
windows, clerestory windows, doors, roller shutters) to promote 
cross ventilation. 

e) Materials used for the construction of walls on or near 
boundaries shall be rendered, painted or powdercoated and fully 
integrated into the building design.

The facades along these street frontages are to incorporate a 
minimum 20% of glazing along the full length of the wall (up to 
a height of 3.0 metres). 

Developments shall demonstrate the inclusion of a minimum of 
4 articulation elements as set out within 5.2.5(a).

4.8  MATERIAL FINISHES AND COLOUR

a) The following factors must be considered when selecting 
materials:

• Suitability for the use and context;

• Long term appearance of development;

• Durability;

• Environmental impacts; and

• Thermal performance.

b) Light coloured roof and wall materials with a low solar 
absorbency are to be utilised to reduce heat gain. This includes 
colours such as soft earth browns and reds, creams, greys and 
whites. Please refer to Appendix 3 for colour palette. 

c) All external building materials shall be cyclone resistant as 
required to comply with the BCA. 

d) Avoid materials that are likely to contribute to poor internal air 
quality such as polyurethane or those that may create a 
breathing hazard in case of a fire. 

e) All developments within a site should have consistent use of 
colours, form, and materials. Outbuildings and ancillary 
installations should be compatible with the design theme 
established by the primary building.

4.9 EXTERNAL FIXTURES

a)  External fixtures and equipment such as roof ventilation, 
exhaust towers and plumbing pipes must be effectively screened 
from view using roof structures and architectural elements or be 
designed as an integral part of the building.

4.10  VEHICLE PARKING AND MANOEUVRING AREAS

a) Car parking to be provide at rates for the nominated use in 
accordance with Appendix 7 of TPS 5. 

b) Off-site parking (street and verge) is not permitted. 

c) Visitor and staff parking areas are to be located adjacent to 
areas of the building that are commonly accessed, and a 
pedestrian pathway must be provided to the entrance of the 
building. 

d) Visitor and staff parking areas are primarily to be located forward 
the building line along the primary street frontage with spill over 
parking permitted to be located on the side boundary.

e) Car parking bays and associated circulation and manoeuvring 
areas for standard vehicles must be designed in accordance with 
Australian Standard AS2890, and are to be drained and sealed 
(e.g. bitumen) to the satisfaction of the Town.

g) Visitor and/or staff parking shall be separated from operational 
areas such as truck manoeuvring areas, loading areas, hard-
stand and external storage.

h) Vehicle access and on site manoeuvring shall be designed so 
that all vehicles enter and leave the site in a forward gear. 

i) Parking areas shall be separated from developments by 
landscaping and walkways.

j) Car parking areas shall be overlayed with a regular grid of 
suitable species of shade trees between parking rows at a ratio 
of 1 per 4 car-bays. Please refer to Appendix 5 for a list of 
appropriate species. 
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4.11 CROSSOVERS

Purchasers are to construct crossovers to the Town of Port 
Hedland’s technical specifications. The proposed location of 
crossovers must be discussed with LandCorp as well as the Town of 
Port Hedland.  

a) All lots require the installation of crossovers prior to the 
commencement of building/site use. All crossovers shall  
be sealed with concrete to the satisfaction of the Town of  
Port Hedland.

b) Vehicle crossovers shall not be located within 10 metres of a 
road intersection, measured from the beginning of the 
truncation. 

c) Multiple access points may be constructed to facilitate the 
effective use of the land for the proposed purposes, however it 
must be demonstrated that it will not impact on the efficiency of 
the road network.

d) Shared crossovers between adjoining lots are encouraged to 
minimise the number of potential traffic conflict points within 
the road and to reduce construction costs. 

e) All access driveways should be located so as to achieve 
maximum sight distances and provide adequate separation 
between crossovers to improve traffic safety and the ease of 
vehicle movement.

f)  All crossovers that traverse a roadside drainage reserve must be 
constructed using a culvert to ensure flows are not constrained. 
Refer to technical specification attached at Appendix 6.

4.12 WASH DOWN BAYS AND REFUSE COLLECTION   
 AREAS

MANDATORY REQUIREMENTS

a) Where petrol, benzine, grease/oily matter or other flammable or 
explosive substances are likely to be discharged, a sealed wash 
down area and a petrol and oil trap must be installed and 
operated in accordance with Council requirements and is to be 
connected to an approved on-site effluent system. 

b) Each site requires adequate refuse and recycling areas. These 
areas are to be:

• Constructed with bonded concrete flooring graded to an 
industrial floor waste gully (bucket trap);

• Connected to an on-site effluent system; and

• Provided with a tap with adequate mains supply, to the 
satisfaction of the Manager Environmental Health at the Town  
of Port Hedland.

If not fenced or otherwise enclosed, tie down points or alternative 
means of securing bins during cyclones must be provided.

4.13 SIGNAGE

Signage approvals can be incorporated into the Planning Approval 
for the building, with the details of the signage to be provided with 
the Planning Application. If no signage information is received as 
part of the planning application, any proposed signage will be 
subject to a subsequent and separate application to the Town  
of Port Hedland in accordance with Council requirements.

a) All signs must be designed and placed in accordance with  
the Town of Port Hedland’s Local Law - Signs, Hoardings  
and Bill Posting.

b) The number of signs is to be in accordance with the Town of 
Port Hedland’s Local Law - Signs, Hoardings and Bill Posting. 
The location of the sign adjacent to the lot entry is preferred. 
Where multiple occupancy is proposed, a composite sign is 
recommended with one panel per occupancy. 

c) Flood lighting is not permitted to illuminate signage. Electron-
luminescent strips and fluorescent side-lit panels are preferred. 
Halo lighting and/or indirect illuminations or internally 
illuminated signs are preferred to direct lighting.

d) Signage should be of a high design standard and integrated into 
the building design (e.g. recessed into the façade, fascia or 
awning) and not adversely impact visual amenity or conflict with 
architectural features. 

e) Signage should not intervene with vehicle sightlines. 

f) The following signs are not permitted:
• Intermittent flashing illuminated signs;

• Signage which display information unrelated to the use of a site; 

• Rotating or moving signs; and 

• Sequined or glittering signs.

4.14 SIDE AND REAR FENCING

MANDATORY REQUIREMENTS

Side and rear fencing is required.

a)  Security fencing will be permitted along side and rear 
boundaries but shall not be constructed beyond the building 
line (refer to Figure 6). The minimum standard for security 
fencing is 1800mm – 2000mm rail-less chain link or steel 
mesh incorporating black coloured PVC coating with black 
gates, posts and fittings.

b) Barbed wire shall not be installed within 16 metres of the front 
boundary.
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4.15 FRONT FENCING

a) The requirement for the installation of front fencing is at the 
purchaser’s discretion. Should the purchaser require front 
fencing, it must be uniform garrison / guardian fencing along all 
street frontages (setback behind the landscaping area). The 
installation of such fencing is required across the primary and 
secondary frontages of dual frontage and corner lots, in 
accordance with the standards noted below. 

4.16  ENERGY MANAGEMENT AND LIGHTING

a)  Site layout and building design and orientation is to:

• Maximise natural cross flow ventilation. 

• Minimise the length of any east and west facing facades 
wherever possible;

• Provide for adequate shading of facades, pedestrian and outdoor 
areas; and

• Provide opportunities for winter sun to penetrate the building.

b)  Clerestory windows and/or roof vents are to be provided within 
the building to assist in cross ventilation and heat purging.

c)  Glazing on east and west facades should be avoided or 
minimised, with the exception of street facing facades, which 
shall be appropriately shaded or treated to avoid solar glare and 
heat gain.

d)  External lighting shall be contained within the site and not 
directed beyond the lot boundary in order to minimise adverse 
impacts on adjoining properties and passing motorists. 

FIGURE 7 – FENCING PLAN

setbacks 1

setbacks 2

site services
orientation

5min

Fencing plan

Front fencing
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4.17 LANDSCAPING AND STORMWATER MANAGEMENT

All lots require a 3.0m wide landscape strip along all street 
frontage boundaries within the lot. Drainage management 
measures are to be integrated into this strip through the 
installation of vegetated allotment swales. 

The lot owner will be responsible for landscaping and installation 
of reticulation infrastructure to the mandatory 3m landscaping 
strip across the frontage of the lot. For corner the lot owner will be 
responsible for landscaping and the installation of reticulation 
infrastructure to secondary street frontages of the Landscaping 
Strip.

The lot owner will be responsible for ongoing maintenance of the 
3.0m landscape strip within the lot boundary and the verge 
landscaping in front of the lot.

a)  A minimum 3 metre landscaped strip is required to any street 
frontage, adjacent the property boundary to soften buildings and 
parking areas (refer Figure 8).

b) Prior to discharging into the street drainage network, stormwater 
is required to be directed through a swale within the landscape 
strip along the front boundary (refer Figure 8). 

c) All new planting within the development shall comprise of 
species selected from those listed in Appendix 5.

d) New planting areas (except for drainage swales) shall have 
100% coverage of mulch to a minimum thickness of 75mm to 
retain moisture, control spread of weeds and reduce dust.

e) Trees with high canopies and low growing shrubs should be 
adequately spaced and located within the front setback to allow 
views into and from the site. Landscape elements shall be less 
than 900mm or above 2000mm in height. Mature trees are to 
be pruned clear to a minimum of 1800mm above ground level.

f) Design landscape in the vicinity of the crossover into the site in 
a manner that preserves the sightlines for vehicles.

g) When planning the site layout and landscaping, lot owners are 
required to provide for:

• Best practice low flow/trickle irrigation;
• Fully automated programmable water controller/timer system; and
• Water sensitive landscaped areas that comprise of native 

vegetation species and vegetated drainage swales  
(refer Appendix 5).  

FIGURE 9 – INDICATIVE DRAINAGE SWALE SECTION

FIGURE 8– LANDSCAPE PLAN
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APPENDIX 1

INDICATIVE CONCEPT PLANS

The maximum front setback of building components such 
as office, administrative areas is 16.0m

Minimum side setback is nil or 3.0m.

All lots require a 3.0m landscaping strip along the street 
boundary and is to include drainage management measures 
through the installation of vegetated allotment swales. 

Parking to be provided within the street setback adjacent 
representive components.

Loading and service areas to be located out of sight from 
public street.

1

2

3

5

16m

6m
1

2

3

4

4

4

4 4

3

3

3 3

3

4

5

5

5
5
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1

8

6 Developments shall be separated from parking areas by 
landscaping and walkways.

Parking areas shall be overlayed with a regular grid of 
shade trees at a ratio of 1 tree per 4 car-bays.

On corner sites, buildings shall be located near the 
intersection and address both street frontages.

6

6

6

6

7

7

7

7

7 8

8
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GENERAL APPLICATION INFORMATION
Address:

Precinct: Transport Industry Sub-precinct: Gateway Sub-Precinct Y  /   N 
Applicant:

Lodgement 
Checklist 
Completed:

Yes
No

Details: 
Lodgement Requirements
Land Use Requirements
Mandatory Design Requirements

Complete    /    Incomplete
Complete    /    Incomplete
Complete    /    Incomplete

Site Plan Reference 
/ Date:

LODGEMENT REQUIREMENTS 
Tick to confirm that the following details have been provided: 

□ Provide one (1) electronic (preferred) or two (2) hardcopies of the development plans with the following details:

□ Site Plan (1:200 preferred) of property with lot dimension and area, north point, contours (or levels),
abutting street name(s), location of proposed building(s) including setbacks to boundaries, location of
access/egress point(s), car parking and manoeuvring areas, effluent disposal system, infrastructure
within the abutting road reserve (e.g. power poles, signage and Telstra pits);

□ Floor plans of proposed building(s) (1:100 preferred);

□ Elevations of proposed building(s) (1:100 preferred) including the existing and finished ground levels
and the means to stabilise exposed soil (e.g. batters, retaining walls);

□ Landscaping concept plan for works forward of the building line (including species list);

□ Storm water management measures (e.g. drainage easement and swales);

□ Construction materials and colour scheme; and

□ Fencing details (type, location and height).

LAND USE REQUIREMENTS 
Please provide below a breakdown of all the development’s proposed land uses and activities. Please indicate the 
dedicated floor areas for each identified use: 

MANDATORY DESIGN REQUIREMENTS 
Tick YES or NO in the column according to whether your proposal complies with the associated checklist items 
below. Please justify any variations to these requirements in the comments section or in an attached document: 

DESIGN ELEMENTS YES NO COMMENTS

4.2 DEVELOPMENT REQUIREMENTS

Front of house and Back of house zones 
have been implemented. 

4.3 STREET SETBACKS

Office/administration components, staff 
amenities and the primary building entrance 
are to be setback a minimum of 6 metres 
(measured from the wall of an enclosed 
area) and a maximum of 16.0 metres from 
the primary street frontage
All other building components shall be 
setback a minimum of 16.0 metres from the 
primary street frontage as well as 5.0m from 
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any office/administration component, staff 
amenity areas and the primary building 
entrance.
For corner lots the minimum setback from the 
truncation shall be 6m.
Buildings are setback a minimum of 3.0 metres 
from the secondary street frontage.

4.4 SIDE AND REAR BOUNDARY SETBACKS

Buildings are either built to side and rear 
boundaries or have been setback a minimum 
distance of 3.0 metres.

4.5 SITE PLANNING AND DESIGN

Building entrances, offices and other components 
that generate public movements have been 
located to address the primary street frontage.
On corner sites, development is oriented to 
address both street frontages.
Loading bays, bin stores, outdoor storage, 
mechanical plant, washdown bays and other 
operational requirements are not visual from any 
street elevation.

4.6 SITE COVER

The minimum site cover shall be 10% for lots up 
to 4ha or 4000m² for lots greater than 4ha.
The maximum site coverage does not exceed 
50% of the lot area. 

4.7 BUILDING CHARACTER AND ARTICULATION

Building facades have been sufficiently 
articulated to create a strong street address
through:

 The incorporation of a variety of building
materials;

 The inclusion of projections, recesses,
eave overhangs etc.;

 The absence of large expanses of blank
walls.

Large expenses of highly reflective building 
materials and mirror glass windows have been 
avoided. 
Offices, sign in areas, administration areas and 
other representative components are designed to 
face the primary street, include a building 
element such as a verandah, canopy or 
colonnade (with a minimum depth of 2.0 metres) 
facing the public street and parking areas.

Openings are included in side walls.

All walls constructed on or near boundaries have 
been rendered or painted or powdercoated and 
are fully integrated into the building design.

ADDITIONAL REQUIREMENT FOR GATEWAY SUB PRECINCT ONLY

Location and articulation of buildings as per 
Appendix D. 
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Facades incorporate a minimum of glazing along 
the full length of the wall (up to a height of 3.0m)
Developments shall demonstrate the inclusion of 
a minimum of 4 articulation elements as set out 
within 5.2.5(a).

4.8 MATERIAL FINISHES AND COLOURS

Outline material finishes and colours proposed.  
Confirm consistency with environmental factors 
and encouraged colour palette. 

4.9 EXTERNAL FIXTURES

External fixtures and equipment have effectively 
been screened from view and/or have been 
designed as integral part of the building 
aesthetic.

4.10 VEHICLE PARKING AND MANOEUVRING AREAS

Please justify the number of parking bays 
provided in the comments column or attach as a 
separate document (refer to Appendix 7 of the 
Town’s Town Planning Scheme for rates per 
nominated use).

All parking is provided within the lot itself.

Visitor and staff parking are located forward the 
building line (with any spill over parking provided 
on the side of the building).
A pedestrian pathway is provided between 
parking areas and the building’s main entrance.
No parking areas have been provided adjacent to 
road intersections and within the secondary 
street frontage.
Car parking areas and associated circulation 
areas and manoeuvering areas have been 
designed in accordance with Australian 
Standards AS2890 and are drained and sealed 
with bitumen to the satisfaction of the Town of 
Port Hedland.
Visitor and/or staff parking areas are located 
separate from operational areas.
Vehicle access and site manoeuvering areas 
have been designed so that all vehicles enter and 
leave the site in forward gear.
Parking areas are separated from developments 
by landscaping and walkways. 
Car parking areas have been overlaid with a 
regular grid of suitable shade trees between 
parking rows at a ratio of 1 per 4 car bays (refer 
to Appendix 5 of the Design Guidelines for a 
list of suitable tree species). 

4.11 CROSSOVERS

The lot has been provided with a minimum of one 
crossover.
Any second access point does not impact on the 
efficiency or road safety of the road network. 
Please provide justification in the comments 
column or attach as a separate document.
All crossovers have designed and located in 
accordance with LandCorp requirements and the
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Town of Port Hedland’s specifications.

No vehicle crossovers have been located within 
10 metres of a road intersection, measured from 
the beginning of the truncation on the frontage on 
which the crossover is being located.
Shared crossovers between adjoining lots are 
encouraged to minimise the number of potential 
traffic conflict points within the road and to reduce 
construction costs. 

All access driveways should be located so as to 
achieve maximum sight distances and provide 
adequate separation between crossovers to 
improve traffic safety and the ease of vehicle 
movement.
All crossovers that traverse a roadside drainage 
reserve must be constructed using a culvert to 
ensure flows are not constrained. Refer to 
technical specification in contract of sale

4.12 WASHDOWN BAYS AND REFUSE COLLECTION AREAS

The application plans indicate whether a sealed 
wash down area and patrol and oil trap have 
been installed and operated in accordance with 
the requirements of the Department of Water and 
Water Corp.
Garbage and recycling facilities are provided on 
site and designed to the standards outlined in the 
Design Guidelines.

4.13 SIGNAGE

All signage must be designed and placed in 
accordance with the Town of Port Hedland’s 
Local Law – Signs, and Hoardings 

4.14 SIDE AND REAR FENCING

Identify whether side and rear fencing has been 
proposed.
Indicate whether such proposed fencing is in 
accordance with the specifications identified in 
the Design Guidelines. 

4.15 FRONT FENCING

Identify whether front fencing has been proposed.

Indicate whether such proposed fencing is in 
accordance with the specifications identified in 
the Design Guidelines. 
Front fencing has been setback behind 3.0 
metres landscape strip. 

4.16 ENERGY MANAGEMENT AND LIGHTING

Indicate whether site layout and building design 
include climate responsive measures. Please 
provide any detail in comments column or as an 
attached document.

Clerestory window and/or roof vents provided.

Limited glazing provided on east and west facing 
facades.
Appropriate treatments in place on east and west 
facades to avoid solar glare and heat gain.
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 External lighting is contained within the site and 
not directed beyond the lot boundary.    

4.17 LANDSCAPING AND STORMWATER MANAGEMENT 

 A 3.0 metre landscape strip has been provided 
along all street frontages.    

 

Allotment drains within drainage easements are 
constructed with an one in six slope and have 
100% vegetation coverage and mulched to a 
depth of 75mm. 

   

 All landscaped areas to have 100% coverage of 
mulch to a maximum thickness of 75mm.     

 Landscape design preserves vehicle sightlines.    

 Water wise irrigation systems provided.    
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APPENDIX 3

COLOUR PALETTE

Manor Red Headland Paperbark Classic Cream

Sandbank Jasper Cortex Citi

Deep Ocean Ironstone Conservatory Skybridge

Wilderness Pale Eucalypt Axis Surfmist

*based on Colourbond finishes
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APPENDIX 4

STREET FRONTAGES

PRIMARY STREET FRONTAGE

SECONDARY STREET FRONTAGE

NO ACCESS

LEGEND
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APPENDIX 5

LANDSCAPE REQUIREMENTS
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TREES

Code Scientific Name Common Name Height x Spread

Aci Acacia citrinoviridus Pilbara Jam 2–9m

Aco Acacia coriacea Weeping Wirewood 7m

Apr Acacia pruinocarpa Gidgie 3-12m

Cfl Corymbia flavescens Wrinkle-leaf ghost

gum

3–15 m

Cop Corymbia opaca Bloodwood 3-15m

Eca Eucalyptus camaldulensis Red River Gum 15m

Elu Eucalyptus leucophloia Snappy Gum 8m

Evi Eucalyptus victrix Coolibah 15m

Mar Melaleuca argentea Silver Cadjeput 3–18m

Tca Terminalia canescens Wingnut Tree, Joolal 3-10m

Code Scientific Name Common Name Height x Spread

Pca Ptilotus calostachyus Weeping Mulla Mulla 0.2–2 m

Pex Ptilotus exaltatus Tall Mulla Mulla 0.3–1.2 m

Efa Eremophila fraseri Burra 0.5–3(–4)m

Pam Pimelea ammocharis Desert Pimelea 0.2-1.5 x 1.5m

Sar Senna artemisioides ssp

oligophylla

Oval-Leaf Cassia to 2m

FEATURE SHRUBS

Hedland Junction, Wedgefield Industrial Estate Planting

Code Scientific Name Common Name Height x Spread

Aad Acacia adoxa - 0.1–1.2 m

Cro Canavalia rosea Wild Jack Bean spreading

Imu Ipomoea muelleri Poison Morning Glory 0.2 x 2m

Sfo Swainsona formosa Sturt Desert Pea 0.05–0.2 m x 3m

T.sp Trioda Species Spinifex 0.25-2m

Code Scientific Name Common Name Height x Spread

Abi Acacia bivenosa - to 3m

Aco Acacia coriacea Wirewood 1–10 m

Asc Acacia sclerosperma ssp.

Sclerosperma

- 1–4(–6)m x

spreading

Atr Acacia trachycarpa Minni Ritchi 1–4(–6) m x

spreading

Mla Melaleuca lasiandra - 0.6–5 m

BUSH/REVEGETATION SHRUBS

FEATURE GROUNDCOVERS AND GRASSES
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CROSSOVER CULVERT REQUIREMENTS

22

Hedland Junction - Wedgefield Industrial Estate  

Crossover Culvert Requirements 
 
 

Lot 
Number 

Entry 
Location 

Required Culvert Entry Location Required Culvert 

201 Road 1 1x1200x450 Cajarina Street 2x1200x450 
202 Road 1 1x1200x450   
203 Road 1 1x1200x450   
204 Road 1 1x1200x450   
205 Road 1 1x1200x450   
206 Road 1 1x1200x450   
207 Road 1 1x1200x450   
208 Road 1 1x1200x450   
209 Road 1 1x1200x450   
210 Road 1 1x450   
211 Road 1 1x450   
212 Road 1 1x450   
213 Road 1 1x450   
214 Road 1 1x450 Cajarina Street 1x450 
215 Road 1 1x450 Cajarina Street 1x450 
216 Road 1 1x450 Road 1 1x450 
217 Road 1 1x450 Cajarina Street 1x450 
218 Road 1 1x450 Cajarina Street 1x450 
219 Road 1 1x450 Cajarina Street 1x450 
220 Road 1 1x450 Road 1 1x450 
221 Road 1 1x1200x450 Cajarina Street 1x1200x450 
301 Road 10 1x1200x600 Road 7 1x600 
302 Road 10 3x1200x450 Road 7 1x600 
303 Road 8 3x1200x450 Road 10 1x1200x600 
304 Road 8 1x1200x600 Road 10 1x1200x600 
305 Road 8 1x1200x600 Road 10 1x1200x600 
306 Road 10 1x1200x600 Road 10 1x1200x600 
307 Road 8 1x1200x600 Road 10 1x450 
308 Road 10 1x1200x600 Road 10 1x450 
309 Road 8 1x1200x450 Road 10 1x450 
310 Road 8 1x450 Road 17 1x450 
311 Road 10 1x450 Road 17 1x450 
312 Road 8 1x450 Road 17 1x450 
313 Road 8 1x450 Road 17 1x450 
314 Road 10 1x1200x600 Road 10 1x1200x375 
315 Road 8 1x1200x600 Road 10 1x1200x375 
316 Road 8 1x1200x375 Road 10 1x1200x375 
317 Road 8 1x1200x375 Road 10 1x1200x375 
318 Road 10 1x1200x375 Road 10 1x1200x375 
319 Road 8 1x600 Road 10 1x450 
320 Quarry Road 1x1200x375 Road 10 1x450 
321 Road 8 1x600 Road 8 1x1200x375 
322 Quarry Road 1x600 Road 9 1x1200x600 
323 Road 7 1x600 Quarry Road 3x1200x750 
324 Road 7 3x1200x750 Road 8 3x1200x450 
325 Quarry Road 1x1200x375 Road 9 1x1200x600 
326 Road 8 2x1200x375 Road 9 2x1200x375 
327 Road 8 1x450 Road 8 1x450 
328 Road 8 1x1200x600 Road 7 1x1200x600 
329 Road 8 1x1200x600   
330 Road 7 1x1200x600 Road 9 2x1200x375 
331 Road 7 3x1200x450 Anthill Road 1x1200x450 
332 Road 7 3x1200x450 Anthill Road 1x1200x450 
333 Road 7 3x1200x450 Anthill Road 1x1200x450 
334 Road 7 3x1200x450 Anthill Road 1x1200x450 
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LANDCORP

Level 3 Wesfarmers House 
40 The Esplanade Perth 
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www.landcorp.com.au

This document is published by LandCorp to provide information on the Expressions of Interest process for Wedgefield Design Guidelines - Transport Area. 
The information contained in this document is in good faith, however, neither LandCorp nor any of its directors, agents or employees give any warranty of 
accuracy nor accepts any liability as a result of reliance upon the information, advice, statements or opinion contained in this. This disclaimer is subject to 
any contrary legislative provisions. LC 1569


